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LAKE ELSINORE BACK BASIN

PERMITTING FACT SHEET

The Lake Elsinore Back Basin is regulated under the western Riverside Multiple Species Habitat Conservation Plan (MSHCP), the California Department of Fish & Wildlife (DFW), the U.S. Army Corps of Engineers (ACOE) and the Santa Ana Regional Water Quality Control Board (RWQCB). All projects in the Back Basin must comply with the following conditions:
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MSHCP

All projects in the Back Basin must contribute to the open space criteria identified in the MSHCP by   dedicating a portion of the site as habitat conservation/open space. This area can be utilized as mitigation for CEQA, biological, and regulatory permits.

DFW

DFW has jurisdiction over the Back Basin at or under

elevation 1265' MSL. Any ground disturbance/ vegetation removal requires a Section I 602 Streambed Alteration Agreement from DFW and may also require a Section 401 Water Quality Certification from RWQCB.  The owner should submit a notification; Go to: http://www.dfg.ca.gov/habcon/1600/forms.html
This link will bring you to the Lake and Streambed Alteration Program site and will provide the notification instruction, forms, fee schedule, and general Q&A.

ACOE

ACOE has jurisdiction over the Back Basin at or under elevation 1246' MSL (ordinary high water mark) and 1260' MSL (flood storage volume); 
At or under elevation I 260' MSL an applicant must: 

Submit to the City for plan check review and approval a HEC-5 analysis and grading plans demonstrating no loss of flood storage capacity in the Back Basin (as described in more detail on page 2). 

Submit a HEC-5 analysis and grading plans review and written approval to the 

· Elsinore Valley Municipal Water District (EMVWD)

· Riverside County Flood Control and Water Conservation District

· Army Corps of Engineers

· Bureau of Reclamation

· CA Department of Fish and Wildllife

All applicants must provide proof of an archaeological and paleontological monitor to oversee grading. The monitors must have authority to halt work and notify the City if resources are discovered. Monitoring logs must be submitted to the City upon completion of grading. 
The applicant shall obtain and provide to the City prior to project approval, written approval from the ACOE that the project is consistent with the Lake Management Plan Section 404 Permit, including the preservation of the 356-acre Wetlands Mitigation Area and the Wetland Areas described in the permit.
At or under elevation 1246' MSL an applicant must:
Secure a Section 404 Permit from ACOE and a Section 401 Water Quality Certification from CA Regional Water Quality Control Board.

LAKE ELSINORE BACK BASIN

PERMITTING FACT SHEET

HEC - 5 & Grading Plan Requirements:

Applicants must submit HEC-5 and Grading Plans to the City pursuant to the following:
The HEC-5 period of record analysis must be consistent with the HEC-5 analysis of the Outlet Channel design with a maximum 100 year flood elevation of 1263.3 ft. MSL, an overflow weir height of 1262 ft. MSL and an operating lake level of I 240 ft. MSL;

Grading plans must demonstrate that:

· the flood storage capacity of 30,735 acre-feet is maintained in the Back Basin; 
· adequate conveyance of the 45-100 year flood is maintained, and 
· the project will not impact the hydrology to the 356-acre wetlands.

All outfalls discharging into wetland areas can only discharge 50 year storm events with no urban or toxic runoff. No outfalls can directly discharge into wetland areas.

A jurisdictional delineation must accompany grading plans for projects located at or below elevation 1246. This must be reviewed and approved by the ACOE.
FEMA 

Lowest floor elevation of structures shall, at a minimum, be at 1267’

Applicant shall process through FEMA a CLOMR/LOMR or CLOMR-F/LOMR-F.  The CLOMR/CLOMR-F shall be processed with written approval from FEMA provided to the City prior to project approval.  

Applicant shall not import fill dirt from outside the lake area bounded by Riverside Drive, Mission Trail, Corydon Street and Grand Avenue.
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Please contact the Engineering Division at 951-674-3124 x241 or � HYPERLINK "mailto:cityhall@lake-elsinore.org" �cityhall@lake-elsinore.org� with any questions.









